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RF

Components

Fixed Attenuators (2-5 watts)

Notes

1.Indoor use only 2. RoHS compliant 3.50 ohm nominal impedance standard

SPECIFICATIONS

4. Operating temperature is from -40° C to +70° C
5. DC-18GHz with 1to40dB attenuation.

DJAT-03-XX-02S-0AS

DJAT-03-XX-02S-0AS

DJAT-03-03-01P-0A

DJAT-03-XX-01B-0AB

DJAT-03-XX-02B-0AB

DJAT-03-01-01T-0A

DJAT-03-01-02T-0A

DJAT-03-01-02T-0B

DJAT-03-01-01N-OAN

DJAT-03-01-02N-0AN

DJAT-03-01-05N-0AN

SMA, M-F, Gold
SMA, M-F, SUCO
SMB, M-F, Gold
BNC, M-F, Nickel
BNC, M-F, Nickel
TNC, M-F, Nickel
TNC, M-F, Nickel
TNC, M-F, SUS
N, M-F, Nickel
N, M-F, Nickel

N, M-F, Nickel

DC-3GHz

DC-3GHz

DC-3GHz

DC-3GHz

DC-3GHz

DC-3GHz

DC-3GHz

DC-3GHz

DC-3GHz

DC-3GHz

DC-3GHz

26 x 8.0HEX
26 x 8.0HEX
28.1x8.3
45.65x 15
45.65x15
45x15.2
45x15.2
45x15.2
56.5x 21
56.5x 21

56.5x 21
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SMA PLUG TO SMA JACK FIXED ATTENUATOR
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PART NO. ATTENUATION ACCURACY

SAT510-001-2 -1clB +0.5¢B
SAT510-002-2 -20B +0.5¢B
SAT510-003-2 -3dB +0.5¢B
SAT510—-004-2 -40dB +0.5¢B
SAT510-005-2 -50dB +0.5¢B
SAT510-006-2 -60B +0.5¢B
SAT510-007-2 -70dB +0.5¢B
SAT510-008-2 -8dB +0.5¢B
SAT510-009-2 -9dB +0.5¢B
SAT510-010-2 -10dB +0.8¢B
SAT510-012-2 -12dB *1dB
SAT510-015-2 -15dB *1dB
SAT510-020-2 -20dB *1dB
SAT510-030-2 -300B *1.5¢B

SPECIFICATIONS

1. Electrical
— Impedance : 50o0hm
— Frequency range : 6GHz
— Insulation resistance : 5000Mohm Min.
— Contact resistance : 4mohm Max.
— VSWR : 1.3 Max.
— Average power : 2W

2. Mechanical

— Materials
* Body : Brass
* Center Contact : Brass & Beryllium copper
* Insulator : PTFE Teflon

— Finish
* Body : Gold plate
* Center Contact : Gold plate

3. Environmental

— Temperature range : —45°C~+100°C

** Note 1. From 1dB to 15dB, length is 21.4mm[0.84inch]
From 20dB to 30dB, length is 23.7mm[0.93inch]



