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MMCX 
Connectors

GENERAL
Miniature Microcoax connectors "Push-pull" snap-on mating.

The MMCX connectors incorporate a "Snap On' latching action for easy of 
connection with an excellent RF performance. An additional advantage is their 

small physical size which is 50% of the standard MCX connector. This connector 
range is suitable for the standard ranges of flexible and semi rigid cables and is 

also available as a PCB mounted version.
The characteristic impedance of the MMCX coaxial connector is 50 ohm.
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ELECTRICAL DATA

Impedance	 	 50Ω

Frequency range 		  DC 6 GHz

Contact current 		  DC 1.0A max

Voltage rating 		  170V rms

Contact resistance 	 	 Center contacts : 5.0 mΩ 

	 	 Outer contacts : 2.5 mΩ

Insulation resistance 	 	 1000MΩ min.

V.S.W.R 	 	 ≤1.2 at 2GHz

MECHANICAL DATA

Engagement force 		  Max. 15N

Separation force 		  Min. 6N~Max. 15N

Life 	 3-15 	 500 matings.

Contact captivation 	 3-14 	 10 N

ENVIRONMENTAL DATA

Temperature range 	 3-13 	 -65°C~+125°C

Corrosion resistance 	 3-21 	 MIL-STD-202, Method 101, Condition B.

Moisture resistance 	 3-20 	 MIL-STD-202, Method 106

Thermal shock 	 3-18 	 MIL-STD-202, Method 107, Condition C.

Vibration 		  MIL-STD-202, Method 204, Condition D.

MATERIALS

Bodies 		  Brass

Female contacts 		  Beryllium copper

Insulators 		  PTFE Teflon

PLATINGS

Bodies 		  Gold plated

Center contacts 		  Gold plated

CHARACTERISTICS

SpecificationsRequirements MIL-C-39012 
Paragraph
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Interface Dimensions

Applicable Standards MIL-C-39012

Interface Dimensions in mm/inch

DONGJINTI _ 9

Interface Dimensions

A 2.40/.094 2.41/.095

B 2.70/.106 2.60/.102

C 0.00/.000 0.25/.010 0.90/.035 1.20/.047

D 0.7 nom. 0.7 nom

E 3.15/.124 1.40/.055

F 1.58/.062 1.62/.064 3.00/.118 3.04/.120

G 1.45/.057 2.88/.113 2.90/.114

H 0.38/.015 0.42/.017 1.57/.062 1.63/.064

I 0.20/.008 2.30/.091 2.34/.092

K 0.23/.009

MMCX Connectors

Interface Dimensions in mm/inch

PLUG JACK
Min. Max. Min. Max.

PLUG JACK

MMCX 
Connectors
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For Semi-Rigid Cables
Straight Plug

Right Angle Plug

Straight Jack 

Part No. Cable Group Dia. A 

MMCX-100-001 UT047 1.3

MMCX-101-001 UT085 2.3

Part No. Cable Group Dia. A 

MMCX-300-001 UT047 1.3

MMCX-301-001 UT085 2.3

Part No. Cable Group Dia. A 

MMCX-200-001 UT047 1.3

MMCX-201-001 UT085 2.3

■ For Cable Solder

■ For Cable Solder

■ For Cable Solder

MMCX 
Connectors

Right Angle PCB Jack

Straight PCB SMT Plug

Straight PCB SMT Jack

Part No.

MMCX-608-002

Part No.

MMCX-601-004

Part No.

MMCX-602-003

PCB Mount Type Connectors
For Flexible Cables
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Straight PCB Plug

Straight PCB Jack

Right Angle PCB Plug

Right Angle PCB Jack

Part No.

MMCX-601-001

Part No.

MMCX-602-001

Part No.

MMCX-607-001

Part No.

MMCX-608-001

PCB Mount Type Connectors
Straight Plug

Straight Jack

Right Angle Plug

Right Angle Plug(R.P)

Part No. Cable Group Dia. A 

MMCX-110-001 RG178 1.1

MMCX-111-001 RG316 1.7

Part No. Cable Group Dia. A 

MMCX-210-001 RG178 1.1

MMCX-211-001 RG316 1.7

Part No. Cable Group Dia. A 

MMCX-310-001 RG178 1.1

MMCX-311-001 RG316 1.7

Part No. Cable Group

MMCX-311-002 RG316

■ For Cable Crimp

■ For Cable Crimp

■ For Cable Crimp

■ For Cable Crimp

For Flexible Cables

MMCX 
Connectors




